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Professional Registration

Missouri

Engineering 2005002186-D

Surveying 2005008319-D

Kansas

Engineering E-1695

Surveying LS-218

Oklahoma

Engineering 6254

Nebraska

Engineering CA2821
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"DRIVE LANE"

PRIVATE ASPHALT PAVEMENT

NOT TO SCALE

ASPHALT CONCRETE BASE

" GRAVEL BASE WITH GEOGRID

(MoDOT Type 5 aggregate or equivalent)

Extend Geo-Grid and Base Rock to 1 foot

behind curb throughout parking lot

12" DIA. x 24" DEEP

CONCRETE FOOTING

FINISHED GRADE

MOUNT ON ADJACENT

BUIDLING  OR PROVIDE

A 2" INSIDE DIA. SCHED.

40 GALV. STEEL POLE

R7-8 HANDICAP SIGN

(WHITE W/GREEN

LETTERING)

HANDICAP SIGN DETAIL

NOT TO SCALE

SIGN MAY BE WALL

MOUNTED DIRECTLY

TO BUILDING. DIMENSIONS

MUST BE MAINTAINED

R7-8P HANDICAP VAN

ACCESSIBLE SIGN

WERE REQUIRED

#5 SMOOTH DOWELS @ EXP. JTS.

12"

4"

24"

3"

8"

1-1/2" R

1/2" R

6"

1-1/2" R

2"

8" 4"

1"

6"

5/8" PER FT.

1/2" R

R=11"
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3-#4 Bars

COMMERCIAL ENTRANCE

NOT TO SCALE

"PARKING STALLS"

PRIVATE ASPHALT PAVEMENT

NOT TO SCALE

ASPHALT CONCRETE BASE

" GRAVEL BASE WITH GEOGRID

(MoDOT Type 5 aggregate or equivalent)

Extend Geo-Grid and Base Rock to 1 foot

behind curb throughout parking lot

SIDEWALK DETAIL

NOT TO SCALE

MAX. 1.5% SLOPE

SEGMENTAL WALL SECTION

1' Min.

" GRAVEL BASE WITH GEOGRID

(MoDOT Type 5 aggregate or equivalent)

Extend Geo-Grid and Base Rock to 1 foot

behind curb throughout parking lot
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