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100 SW MARKET ST
OWNER: AUSTIN BATES103 SW 1ST ST

OWNER: LICATA
PROPERTIES III, LLC

101 SW MADISON ST
OWNER: MICHAEL &

HILARY HARRELL

103 SW MADISON ST
OWNER: ROBERT &
ELIZABETH MYERS

107 SW MADISON ST
OWNER: JAMES &

DENISE NAZWORTHY

109 SW MADISON ST
OWNER: TOM &

KATHLEEN CHASTAIN

204 SW 2ND ST
OWNER: DOUGLAS &
CARLA NAZWORTHY

RP-2 TNZTNZ

202 SW 2ND ST
OWNER: SUE COOK

200 SW 2ND ST
OWNER: JOHN

BEAUDOIN

120 SW 2ND ST
OWNER: BJS

PROPERTY LLC 104 SW 2ND ST
OWNER: JAMES
& JENNY GREEN

102 SW 2ND ST
OWNER:

RENOURISH LLC

100 SW 2ND ST
OWNER: KEVIN

LEE

110 SW 2ND ST
OWNER: BJS

PROPERTY LLC

OWNER: PAM HATCHER
6 SW 2ND ST

OWNER: 2641 LLC

107 SW MARKET ST
OWNER: LWF & LWF

PROPERTIES LLC

105 SW MARKET ST
OWNER: LLOYD GEIST III

103 SW MARKET ST
OWNER: WILLIAM &
RONALD THORSEN

101 SW MARKET ST
OWNER: GRACE

COMMUNITY CHURCH

201 SW MADISON ST
OWNER: DAVID &

JOI RAWITCH

RP-2 RP-2
203 SW 2ND ST

OWNER:
WINFRED REED

201 SW 2ND ST
OWNER: ROGER &
SUSAN BRATTIN

202 SW JEFFERSON ST
OWNER: BARBARA

CARROLL

111 SW 2ND ST
OWNER:

NETTERVILLE
PROPERTIES LLC

200 SW MARKET ST
OWNER: PATRICIA

RAYSIK

202 SW MARKET ST
OWNER: JAMSHID

HOORFAR-TRUSTEE

204 SW MARKET ST
OWNER: CITY OF

LEE'S SUMMIT

CP-2

99 SW MADISON ST
OWNER: KAREN

SCOTT

104 SW 1ST ST
OWNER: KENNETH &
SHERRY KNUTSON

102 SW 1ST ST
OWNER: CHRISTOPHER

& ERIN DECHMAN

4 NW MARKET ST
OWNER: JAMES MOG

& DENNIS WALSH

1 NW MARKET ST
OWNER: SHAWNEE

FRANKLIN LLC

2 SW 2ND ST
OWNER: BLG

LAND LLC

114 SW MAIN ST
OWNER: BLG LAND LLC

4 SW 2ND ST
OWNER: 2641 LLC

CP-2

CP-2

110 SW MAIN ST
OWNER: STONE HOUSE
EQUITY PARTNERS LLC

108 SW MAIN ST
OWNER: STONE HOUSE
EQUITY PARTNERS LLC

106 SW MAIN ST
OWNER: STONE HOUSE
EQUITY PARTNERS LLC

104 SW MAIN ST
OWNER: STONE HOUSE
EQUITY PARTNERS LLC

102 SW MAIN ST
OWNER: STONE HOUSE
EQUITY PARTNERS LLC

100 SW MAIN ST
OWNER: DAVID NEWSOM

R-1

210 SW MAIN ST
OWNER: SECURITY

BANK OF KANSAS CITY
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6"

2"

R=
11 2"

6"
11 4"

24"

13
"

R= 1
2 "

R=
1 2"

4" 8" 8"

3"

STRAIGHT BACK CURB & GUTTER
(TYPE CG-1)

6"

2"

6"

1"

24"

12
"

R= 1
2 "

R=
1 2"

4" 8" 8"

3"

R=
11

2" R=
11 2"

5
8"/ft.

5
8"/ft.

STRAIGHT BACK DRY CURB & GUTTER
(TYPE CG-1 DRY)

4"

Dowel Bar (typ.)
See Note 1.

Dowel Bar (typ.)
See Note 1.

- 2" SURFACE COURSE
(APWA TYPE 3-01)

- 3" BASE COURSE
(APWA TYPE 1-01)

5" ASPHALT SECTION
TACK COAT

- 9" CEMENT STABILIZED
SUBGRADE

(95% STD. DENSITY)

- 2" SURFACE COURSE
(TYPE 3-01)

- 6" BASE COURSE
(TYPE 1-01)

- 9" CEMENT STABILIZED
SUBGRADE

(95% STD. DENSITY)

8" ASPHALT SECTION
TACK COAT

- 8" CONCRETE

- 9" CEMENT STABILIZED
SUBGRADE

(95% STD. DENSITY)

8" CONCRETE SECTION

- 4" GRAVEL
(ASTM C33 SIZE NO. 57)
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GENERAL LANDSCAPE NOTES
1. THE LANDSCAPE CONTRACTOR SHOULD READ ALL LANDSCAPE PLANS,

SPECIFICATIONS AND VISIT THE PROJECT SITE TO BECOME FAMILIAR WITH THE
EXISTING CONDITIONS PRIOR TO BIDDING THIS PROJECT.  IF A DISCREPANCY
BETWEEN PLANT QUANTITIES SHOWN ON PLANS AND WITHIN THE PLANT
SCHEDULE EXIST THE PLANS QUANTITIES SHALL BE USED.  PLANT SCHEDULE
QUANTITIES FOR INFORMATION ONLY.

2. ANY AND ALL QUESTIONS CONCERNING THE LANDSCAPE PLANS AND
SPECIFICATIONS SHALL BE DIRECTED TO THE OWNER AND / OR MKEC
LANDSCAPE ARCHITECT AT 913-317-9390.

3. THE LANDSCAPE CONTRACTOR IS TO VERIFY THE LOCATION OF ALL
UNDERGROUND UTILITIES (INCLUDING THOSE INDICATED ON THE PLAN) PRIOR
TO INSTALLATION OF PLANT MATERIAL.

4. THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING,
MULCHING, AND OTHER REQUIREMENTS OF PLANT MATERIALS WHILE THEY ARE
TEMPORARILY STORED ON OR OFF SITE.

5. THE LANDSCAPE CONTRACTOR SHALL COORDINATE LAYOUT OF PLANTING BEDS,
PLANT MASSING, STAKED LOCATION OF TREES AND INSTALLATION OF PLANT
MATERIAL WITH OWNER PRIOR TO COMMENCEMENT OF WORK.

6. ALL PLANT MATERIAL (EXCEPT SHADE TREES) IS DELINEATED AT MATURE SIZE
OF PLANT MATERIAL.  SHADE TREES ARE DELINEATED AT 85% OF ACTUAL
MATURE SIZE.

7. ALL PLANT MATERIALS MEET THE AMERICAN STANDARD FOR NURSERY STOCK
(ANSI Z60.1-1996) PER THE AMERICAN ASSOCIATION OF NURSERYMEN.

8. PER OWNER'S DIRECTION, THE LANDSCAPE ARCHITECT RESERVES THE RIGHT
TO INSPECT ALL PLANT MATERIAL AT THE NURSERY, PRIOR TO DIGGING.

9. ALL DISTURBED AREAS SHALL BE  'FESCUE TURF' AND ARE TO RECEIVE SOD AS
FOLLOWS:

SOD: FESCUE TURF.  SUBMIT SPECIES AND INSTALLATION TECHNIQUE FOR
APPROVAL BY LANDSCAPE ARCHITECT.
FERTILIZER: HAVE SOIL TESTED TO OBTAIN RECOMMENDED SOIL
AMENDMENTS FOR THE GRASSES LISTED.  REPORT RECOMMENDATIONS
TO THE LANDSCAPE ARCHITECT FOR APPROVAL BEFORE ANY APPLICATION
OF FERTILIZER IS MADE.

10. CONDUCT PLANTING UNDER FAVORABLE WEATHER CONDITIONS DURING EITHER
THE SPRING PLANTING SEASON, MARCH 1ST TO JUNE 1ST, OR THE FALL
PLANTING SEASON, SEPTEMBER 30TH UNTIL FREEZING OF THE GROUND.
DURING THE FALL PLANTING SEASON, CONIFEROUS MATERIAL PLANTING SHALL
BE CONDUCTED AUGUST 15TH TO OCTOBER 1ST.  DEVIATION FROM THE ABOVE
PLANTING DATES WILL ONLY BE PERMITTED WITH APPROVAL IN WRITING BY THE
LANDSCAPE ARCHITECT.

11. THE PLANTING SOIL MIXTURE FOR ALL TREE PLANTINGS SHALL INCLUDE SOIL
EXCAVATED FROM THE HOLE.  RATIO: 50% VIRGIN SOIL + 50% AMENDED TOP
SOIL.

12. ROOT STIMULATOR SHALL BE APPLIED TO ALL PLANT MATERIALS WITH THE
EXCEPTION OF LAWN AREAS.  APPLY AS PER THE MANUFACTURERS
RECOMMENDATIONS.

13. THE LANDSCAPE CONTRACTOR SHALL RESTORE FINISH GRADES IN ALL
PLANTING AREAS (PER GRADING PLANS) WHICH MAY HAVE BEEN DISTURBED
DURING PLANTING OPERATIONS.

14. ALL TREE SAUCERS AND PLANTING BEDS ARE TO BE MULCHED WITH A MINIMUM
OF 4" DOUBLE-GROUND OAK MULCH (COLOR DIED); COLOR TO BE 'JAVA BROWN'.
WHERE PLANTING BEDS ARE ADJACENT TO WALKS AND CURBS THE SOIL LEVEL
SHALL BE 4" LOWER TO ALLOW FOR MULCH LAYER.  WHERE SOD IS INDICATED,
ITS THICKNESS SHALL ALSO BE ACCOUNTED FOR SO THAT THE SOIL SURFACE IN
THE SOD IS ½" BELOW THE HARDSCAPE SURFACE.

15. ALL PLANTING BEDS SHALL BE TREATED WITH A PRE-EMERGENT HERBICIDE
SUCH AS TREFLAN OR EQUAL.  APPLY AS PER MANUFACTURER'S
RECOMMENDATION.  THE PRE-EMERGENT SHALL NOT BE APPLIED UNTIL AFTER
ALL PLANTING WITHIN THESE AREAS IS COMPLETE, BUT BEFORE THESE AREAS
ARE MULCHED.  DO NOT DISTURB AREAS AFTER APPLICATION.  WATER AS
DIRECTED.

16. MULCH, STAKES, GUY WIRE, PRE-EMERGENT HERBICIDES, ETC. SHALL BE
SUBSIDIARY TO INDIVIDUAL PLANTS.

17. LANDSCAPE EDGING: ALL PLANTING BEDS ABUTTING LAWN AREAS SHALL BE
EDGED WITH BLACK STEEL EDGING.

18. ALL SLOPES THAT EXCEED A 3:1 GRADE SHALL BE PROTECTED WITH AN EROSION
CONTROL BLANKET - NORTH AMERICAN GREEN S150.  INSTALL AS PER THE
MANUFACTURER'S RECOMMENDATIONS.

19. LABEL EACH TREE AND SHRUB WITH A SECURELY ATTACHED, WATERPROOF TAG
BEARING LEGIBLE DESIGNATION OF BOTH BOTANICAL AND COMMON NAME.
LABEL EACH ORNAMENTAL GRASS, GROUNDCOVER, PERENNIAL AND ANNUAL
WITH THE LABEL PROVIDED BY THE ORIGINAL GROWER OF THE PLANT.  LABELS
SHALL NOT BE REMOVED UNTIL AFTER PROVISIONAL ACCEPTANCE BY THE
LANDSCAPE ARCHITECT.

20. STAKES AND GUYING SHALL BE REMOVED AT THE END OF ONE FULL GROWING
SEASON.

21. ALL PLANTING BEDS SHALL BE OVER EXCAVATED TO A DEPTH OF 2'.  ALL
DISTURBED AREAS SHALL BE  SODDED (LAWN AREAS) AND  SHALL HAVE A 6"
MINIMUM TOPSOIL LAYER.  TOPSOIL SHALL BE LAID IN 3" LIFTS.  IN AREAS WHERE
CONSTRUCTION GRADING HAS NOT OCCURED AND THE VIRGIN GRADE YET
EXIST, THE TOPSOIL LAYER MAY NOT BE REQUIRED BASED ON THE DECISION OF
THE LANDSCAPE ARCHITECT.

22. TOPSOIL SHALL BE FERTILE NATURAL TOPSOIL, TYPICAL OF THE LOCALITY,
FOLLOWING MAJOR GRADING OPERATIONS THE FINAL 8" LIFT SHALL BE HIGH
QUALITY TOPSOIL.  SOIL SHALL BE OBTAINED FROM WELL DRAINED AREAS.
STOCKPILED TOPSOIL MAY BE USED.  IT SHALL BE WITHOUT ADMIXTURE OF
SUBSOIL OR SLAG AND SHALL BE FREE OF STONES, LUMPS, STICKS, PLANTS OR
THEIR ROOTS, TOXIC SUBSTANCES OR OTHER EXTRANEOUS MATTER THAT MAY
BE HARMFUL TO PLANT GROWTH OR WOULD INTERFERE WITH FUTURE
MAINTENANCE.  TOPSOIL PH RANGE SHALL BE 5.5 TO 7.0.

23. THERE SHALL BE NO ADDITIONS, DELETIONS OR SUBSTITUTION OF PLANT
MATERIAL SPECIES WITHOUT THE WRITTEN APPROVAL BY THE OWNER AND / OR
MKEC LANDSCAPE ARCHITECT.  ANY SUBSTITUTION WHICH HAS NOT BEEN
APPROVED SHALL BE REMOVED AND IMMEDIATELY REPLACED WITH THE
CORRECT PLANT AT LANDSCAPE CONTRACTOR'S EXPENSE.

24. IN THE CONDITION WHERE THE PLANT MATERIAL HAS BEEN SUPPLIED BY THE
OWNER THROUGH A PLANT PROCUREMENT PROGRAM WITH A MYKE PRO 2 YEAR
WARRANTY, THE LANDSCAPE CONTRACTOR'S WARRANTY OF PLANT MATERIAL
SHALL BEGIN FROM THE TIME OF HANDLING PLANT MATERIAL AT TIME OF
DELIVERY THROUGH INSTALLATION AND END AFTER THE SUBSTANTIAL
COMPLETION AND FINAL PUNCH-LIST APPROVAL BY LANDSCAPE ARCHITECT.

25. THE LANDSCAPE CONTRACTOR WILL BE RESPONSIBLE FOR THE COLLECTION,
REMOVAL, AND PROPER DISPOSAL OF ANY AND ALL DEBRIS GENERATED DURING
THE INSTALLATION OF THE LANDSCAPE CONSTRUCTION.

26. COORDINATE WITH THE OWNER AND GENERAL CONTRACTOR FOR SLEEVE
LOCATIONS AND TIMING OF SLEEVE INSTALLATION.  ALL SLEEVING REQUIRED
UNDER HARDSCAPE SURFACES FOR THE IRRIGATION SYSTEM SHALL BE THE
RESPONSIBILITY OF THE IRRIGATION CONTRACTOR.

27. THE CONTRACTOR SHALL FURNISH TOPSOIL; TOPSOIL MUST BE APPROVED BY
THE LANDSCAPE ARCHITECT.  REFER TO SPECIFICATIONS FOR TOPSOIL
REQUIREMENTS.

28. THE CONTRACTOR SHALL SUPPLY ALL PLANTING SOIL MIX.

29. ALL LANDSCAPE AREAS SHALL BE IRRIGATED BY A PERMANENT IRRIGATION
SYSTEM.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO MONITOR
INSTALLED PLANT MATERIAL FOR A MINIMUM OF 90 DAYS.  TO ESTABLISH PLANT
MATERIALS, WATER FROM SOURCES AND KEEP LAWN UNIFORMLY MOIST TO A
DEPTH OF 4 INCHES.  WATER LAWN AND LANDSCAPE BEDS AT A MINIMUM RATE
OF (1) ONE INCHES PER WEEK OR AS NECESSARY TO PROVIDE A HEALTHY
GREEN APPEARANCE.  INSTALLATION, MAINTENANCE, AND MONITORING OF THE
IRRIGATION SYSTEM WILL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR
FOR THE FIRST 90 DAYS. AT THE END OF THE ESTABLISHMENT PERIOD,
CONTRACTOR IS TO COORDINATE WITH OWNER FOR MAINTENANCE OF
IRRIGATION SYSTEM AND PLANT MATERIAL.

30. THE PLANTING SOIL MIX SHALL BE APPROVED BY THE LANDSCAPE CONTRACTOR
PRIOR TO ANY BACKFILLING.

33. THE TYPICAL PLANTING SOIL MIX FOR ALL PLANTING BEDS (SHRUBS,
ORNAMENTAL GRASS AND PERENNIAL BED AREAS)  SHALL CONSIST OF THE
FOLLOWING MAKE-UP UNLESS OTHERWISE INDICATED IN THESE PLANS:
- 80% TOPSOIL AS SPECIFIED
- 20% PREPARED ADDITIVES (BY VOLUME AS FOLLOWS):

- 2 PARTS HUMAS AND/OR PEAT
- 1 PART STERILIZED COW MANURE
- 1 PART SHREDDED PINE BARK (BARK PIECES BETWEEN 12"AND 1-1

2" IN
LENGTH/DIAMETER.
- COMMERCIAL FERTILIZER AS RECOMMENDED BY SOIL REPORT.
- LIME AS RECOMMENDED BY SOIL REPORT.

SPACING

REQ.

SPACING
REQ.

SPACING

REQ.

PERENNIAL PLANTING
N.T.S.

NOTE:
DO NOT ALLOW PERENNIALS TO
DRY OUT. KEEP MOIST AND
PROTECTED FROM DAMAGE
PRIOR TO PLANTING. WATER
THOROUGHLY TO FINISH
PACKING SOIL AROUND ROOTS.

SPACING DIAGRAM

PLACE PLANT IN VERTICAL
PLUMB POSITION
3" MULCH

COMPACTED OR UNDISTURBED SOIL

DIG HOLE AS DEEP AS
INITIAL ROOT SYSTEM.

FINISH GRADE
SOIL BACKFILL AND PACK FIRMLY
BY HAND. ADD ROOD STIMULATOR
PER MANUFACTURE'S
RECOMMENDATIONS.

6"

PRUNE BROKEN AND DAMAGED
TWIGS AFTER PLANTING

PLACE PLANT IN VERTICAL
PLUMB POSITION

3" MULCH3" SAUCER
CURB

BACKFILL WITH SOIL EXCAVATED SOIL
& SPECIFIED ADDITIVES

COMPACTED OR UNDISTURBED SOIL
6" SOIL MOUND

PEEL BACK BURLAP FROM TOP OF
ROOTBALL OR REMOVE CONTAINER

SHRUB PLANTING ADJACENT TO CURB
N.T.S.

NOTE:
BALL OF PLANT TO BE KEPT MOIST AND PROTECTED FROM DAMAGE PRIOR
TO PLANTING. ADD ROOT STIMULATOR TO SURFACE IMMEDIATELY AFTER
PLANTING AS PER THE MANUFACTURER'S RECOMMENDATIONS. PLANTING
DEPTH OF ROOTBALL SHALL BE EQUAL TO ITS ORIGINAL PLANTING DEPTH
AT NURSERY. DO NOT OVER TIGHTEN GUYS.

12"

3" MULCH
3" SAUCER
FINISH GRADE

PLACE IN VERTICAL PLUMB POSITION
112" WIDE WEBBING W/ METAL GROMMETS AND
DOUBLE STRAND 12 GAUGE WIRE 3'-6" ABOVE
GRADE

SCARIFY HOLE & BACKFILL WITH SOIL EXCAVATED
FROM HOLE & SPECIFIED ADDITIVES
6" SOIL MOUND
COMPACTED OR UNDISTURBED SOIL

INSTALL (1) 6' METAL T-POST PER CALIPER INCH/ 3'
HEIGHT INCREMENT OR PORTION THEREOF.  (I.E. 12"
CAL. OR 5' HEIGHT = 2 POSTS.)  METAL T-POST
SHALL BE NEWLY PAINTED BLACK IN ENTIRETY
PRIOR TO INSTALLATION.  DRIVE POST 2' DEEP.
KEEP STAKES PLUMB & SPACE EVENLY.

REMOVE UPPER 1/3 OF WIRE BASKET IF
PRESENT & PEEL BACK BURLAP FROM TOP
OF ROOTBALL

EVERGREEN TREE PLANTING
N.T.S.

NOTE:
BALL OF PLANT TO BE KEPT MOIST AND PROTECTED FROM DAMAGE PRIOR
TO PLANTING. ADD ROOT STIMULATOR TO SURFACE IMMEDIATELY AFTER
PLANTING AS PER THE MANUFACTURER'S RECOMMENDATIONS. PLANTING
DEPTH OF ROOTBALL SHALL BE EQUAL TO ITS ORIGINAL PLANTING DEPTH
AT NURSERY. DO NOT OVER TIGHTEN GUYS.

12"

PLACE IN VERTICAL PLUMB POSITION

DECIDUOUS TREE PLANTING
N.T.S.

3' M
IN

.

PRUNE DAMAGED TWIGS AFTER PLANTING

112" WIDE WEBBING W/ METAL GROMMETS AND
DOUBLE STRAND 12 GAUGE WIRE 3'-6" ABOVE
GRADE
INSTALL (1) 6' METAL T-POST PER CALIPER INCH/ 3'
HEIGHT INCREMENT OR THEREOF.  (I.E. 112" CAL. OR
5' HEIGHT = 2 POSTS).  METAL T-POST SHALL BE
NEWLY PAINTED BLACK IN ENTIRETY PRIOR TO
INSTALLATION. DRIVE POST 2' DEEP.  KEEP STAKES
PLUMB & SPACE EVENLY.
3" MULCH
REMOVE UPPER 1/3 OF WIRE BASKET IF PRESENT
& ALL ROPE FROM TRUNK BASE.  PEEL BACK
BURLAP FROM TOP OF ROOTBALL
3" SAUCER
FINISH GRADE

TREES IN PARKING LOT ISLANDS - AUGUR 8" DIA.
HOLE A MIN. OF 3' DEEP FILLED WITH 34" GRAVEL

COMPACTED OR UNDISTURBED SOIL
6" SOIL MOUND
SOAK BACKFILL AFTER PLANTING

SCARIFY HOLE & BACKFILL WITH SOIL EXCAVATED
FROM HOLE & SPECIFIED ADDITIVES

NOTE:
BALL OF PLANT TO BE KEPT MOIST AND PROTECTED FROM DAMAGE PRIOR
TO PLANTING. ADD ROOT STIMULATOR TO SURFACE IMMEDIATELY AFTER
PLANTING AS PER THE MANUFACTURER'S RECOMMENDATIONS. PLANTING
DEPTH OF ROOTBALL SHALL BE EQUAL TO ITS ORIGINAL PLANTING DEPTH
AT NURSERY. DO NOT OVER TIGHTEN GUYS.

PLANT SCHEDULE
KEY QTY COMMON NAME BOTANICAL NAME SIZE & METHOD OF

HANDLING
DECIDUOUS TREES

RED 9 REDBUD CERCIS CANADENSIS 3" CAL, 8' MIN. HT.

PFC 7 PRAIRIEFIRE CRABAPPLE MALUS SP. 'PRAIRIEFIRE' 3" CAL, 8' MIN. HT.

ZEL 5 MUSASHINO ZELKOVA ZELKOVA SERRATA 'MUSASHINO' 3" CAL, 12' MIN. HT.

EVERGREEN TREES

SPA 18 SPARTAN JUNIPER JUNIPERUS CHINENSIS 'SPARTAN' 6' MIN. HT.

BHJ 9 BLUE HEAVEN JUNIPER JUNIPERUS SCOPULORUM 'BLUE HEAVEN' 6' MIN. HT.

PPJ 35 PENCIL POINT JUNIPER JUNIPERUS COMMUNIS 'COMPRESSA' 2' MIN. HT.

SHRUBS

JUN 37 SEA GREEN JUNIPER JUNIPERUS CHINENSIS 'SEA GREEN' 5 GALLON

KOR 29 KNOCK OUT ROSE ROSA SP. "KNOCK OUT" 3 GALLON

PERENNIALS & ORNAMENTAL GRASSES

CAL 76 KARL FOERSTER FEATHER REED GRASS CALAMAGROSTIS ACUTIFLORA  'KARL FOERSTER' 1 GALLON

BBL 72 BIG BLUE LIRIOPE LIRIOPE MUSCARI 'BIG BLUE' 1 GALLON

GROUND COVER

TURF N/A FESCUE TURF GRASS ALL DISTURBED AREAS TO BE SODDED FESCUE FESCUE GRASS SOD
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Luminaire Schedule
Tag Mounting

Height
Description Luminaire

Watts
LLF

W3 15 WDGE3 LED P2 70CRI RFT 40K 59.2761 0.800
S1 15 DSX1 LED P5 50K TFTM MVOLT 138 0.800
S2 15 DSX1 LED P5 50K T2M MVOLT HS 138 0.800
S4 14 CNY LED P1 50K MVOLT 35.19 0.800

Calculation Summary
Label Units Avg Max Min Avg/Min Max/Min
ParkingLot Fc 3.07 9.5 0.5 N.A. 19.00
PropertyLine Fc 0.08 0.7 0.0 N.A. N.A.
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SCALE : 1" = 20'-0"
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GENERAL NOTES

AutoCAD SHX Text
A. ROUTE EXTERIOR LIGHTING AND SIGNAGE CIRCUITS ROUTE EXTERIOR LIGHTING AND SIGNAGE CIRCUITS THROUGH LIGHTING CONTACTORS FOR CONTROL. REFER TO ELECTRICAL LIGHTING PLAN FOR LIGHTING CONTACTORS AND PANELBOARD SCHEDULES FOR CIRCUITS CONTROLLED. B. ALL INTERNALLY ILLUMINATED SIGNS SHALL BE ALL INTERNALLY ILLUMINATED SIGNS SHALL BE PROVIDED WITH AN ACCESSIBLE DISCONNECTING MEANS. VERIFY EACH SIGN IS FURNISHED WITH AN INTERGRAL DISCONNECT SWITCH. PROVIDE WEATHERPROOF DISCONNECT SWITCHES WITHIN SITE OF ALL SIGNS REQUIRED. C. MOUNTING HEIGHT OF ALL BUILDING LIGHTING TO MOUNTING HEIGHT OF ALL BUILDING LIGHTING TO BE DETERMINED BY OWNER. COORDINATE WITH ARCHITECTURAL PLANS FOR GENERAL LOCATION. EXACT FINAL LOCATION BY OWNER. D. "MH" = FIXTURE MOUNTING HEIGHT IN FEET. "MH" = FIXTURE MOUNTING HEIGHT IN FEET. E. ALL WORK SHALL COMPLY WITH THE UNIFIED ALL WORK SHALL COMPLY WITH THE UNIFIED DEVELOPMENT ORDINANCE OF THE CITY OF LEE'S SUMMIT, MISSOURI. F. ALL ELECTRICAL/CONDUIT STREET CROSSINGS ALL ELECTRICAL/CONDUIT STREET CROSSINGS NEED TO BE BACKFILLED WITH AB-3 OR FLOWABLE FILL IN ACCORDANCE WITH MUNICIPAL REQUIREMENTS. G. ALL WORK SHALL COMPLY WITH SECTION 2800 ALL WORK SHALL COMPLY WITH SECTION 2800 AND 5800 STREET LIGHTING DESIGN SPECIFICATIONS AND CRITERIA OF CITY OF LEE'S SUMMIT, MISSOURI, AND ALL APPLICABLE SUPPLEMENTS.
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NOTE: THIS IS A MASTER LEGEND AND NOT ALL SYMBOLS, ETC, ARE NECESSARILY USED ON THE DRAWINGS.

AutoCAD SHX Text
DSX1 SITE LIGHTING FIXTURE - LITHONIA D-SERIES SIZE 1 LED AREA LUMINAIRE - MOUNT AT 15'-0"AFF.
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NOTE: THIS IS A MASTER LEGEND AND NOT ALL SYMBOLS, ETC, ARE NECESSARILY USED ON THE DRAWINGS.
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PROVIDE WITH METAL SITE POLE FOR MOUNTING ACCORDING TO DESIGN INTENT.
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AutoCAD SHX Text
CNY SITE LIGHTING FIXTURE - LITHONIA CNY LED CANOPY/CEILING LUMINAIRE - MOUNT AT 14'-0"AFF.
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POLE BASE DETAIL - CONFIRM "A" DIMENSION WITH POLE MANUFACTURER
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*REFER TO POLE BASE CONNECTIONS DETAIL ON THIS SHEET FOR GROUND ROD REQUIREMENTS. 
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POLE-TO-BASE CONNECTION DETAIL
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WDGE3 WALL PACK W/ 90 DEGREE CUTOFF - MOUNT WITH LIGHT SOURCE AT 15'-0"AFF.
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